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Wir sind stolz darauf, dass die SHI-Datenbank, die erste und SGS
einzige Datenbank fir Bauprodukte ist, die ihre umfassenden Tud
Prozesse sowie die Aktualitat regelmaf3ig von dem SAAR

unabhingigen Prifunternehmen SGS-TUV Saar iberpriifen
|asst.
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AW SHI-Produktbewertung 2024

Seit 2008 etabliert die Sentinel Holding Institut GmbH (SHI) einen einzigartigen Standard fur schadstoffgeprifte
Produkte. Experten fihren unabhangige Produktprifungen nach klaren und transparenten Kriterien durch. Zusatzlich
Uberprift das unabhangige Prifunternehmen SGS regelmaRig die Prozesse und Aktualitat.

Kriterium Produktkategorie Bewertung
SHI-Produktbewertung Bodenbeldge Schadstoffgeprift

Giiltig bis: 20.10.2025
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Qualitatssiegel Nachhaltiges
M Gebiude

Das Qualitatssiegel Nachhaltiges Geb&ude, entwickelt durch das Bundesministerium fir Wohnen, Stadtentwicklung und
Bauwesen (BMWSB), legt Anforderungen an die 6kologische, soziokulturelle und 6konomische Qualitat von Gebduden
fest. Das Sentinel Holding Institut prift Bauprodukte gemafls den QNG-Anforderungen fir eine Zertifizierung und
vergibt das QNG-ready Siegel. Das Einhalten des QNG-Standards ist Voraussetzung fur den KfW-Forderkredit. Fir
bestimmte Produktgruppen hat das QNG derzeit keine spezifischen Anforderungen definiert. Diese Produkte sind als
nicht bewertungsrelevant eingestuft, konnen jedoch in QNG-Projekten genutzt werden.

Kriterium Pos. / Bauproduktgruppe Betrachtete Stoffe QNG Freigabe
3.1.3 2.2 Elastische Bodenbeldge - VOC / Emissionen / gefdhrliche ~ QNG-ready
Schadstoffvermeidung in  auch mehrschichtige Systeme  Stoffe / Polyzyklische

Baumaterialien Aromatische

Kohlenwasserstoffe (PAK) /
SVHC / Schwermetalle

Nachweis: Herstellererkldrung vom 07.01.2025 sowie auf Grundlage des Prifbericht eurofins
(392-2019-00007401_A_EN) vom 20.02.2019. Konformitatserklarung vom 20.10.2023 bestatigt
die materielle Ubereinstimmung mit dem gepriften Produkt.

Bewertungsdatum: 16.01.2025

SENTINEL INSIDE 2
Nachhaltige Losungen fur die Immobilien- und Baubranche

www.sentinel-holding.eu




ﬁ, SENTINEL HOLDING
" | INSTITUT

Produkt: SHI Produktpass-Nr.:

Kahrs LT Vinylboden Rigid Click 12065-10-1026

AN DGNB Neubau 2023

Das DGNB-System (Deutsche Gesellschaft fir Nachhaltiges Bauen) bewertet die Nachhaltigkeit von Gebduden
verschiedener Art. Das System ist sowohl anwendbar fir private und gewerbliche Grof3projekte als auch fir kleinere
Wohngebdude. Die Version 2023 setzt hohe Standards fir 6kologische, 6konomische, soziokulturelle und funktionale
Aspekte wahrend des gesamten Lebenszyklus eines Gebaudes.

Kriterium Pos. / Relevante Bauteile / Betrachtete Stoffe / Aspekte Qualitatsstufe
Bau-Materialien / Flachen

ENV 1.2 Risiken fir die 7 Bodenbel&ge (Elastische VOC / SVOC / gefahrliche Qualitatsstufe: 3
lokale Umwelt Bodenbeldge) Stoffe

Nachweis: Nachweis AgBB-Schema durch Prifbericht eurofins (392-2019-00007401_A_EN)
vom 20.02.2019. Nachweis Chlorparaffine (SCCPs + MCCPs + LCCPs) < 0,1 % durch Prifbericht
SGS (Nr. No. SHAHG1616373602 Ao1) vom 07.03.2017 und Nachweis SVHC < 0,1 % durch
Prifbericht SGS (Nr. No. SHAHG1616373602 Ao1) vom 07.03.2017.

Bewertungsdatum: 11.02.2025
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A DGNB Neubau 2018

Das DGNB-System (Deutsche Gesellschaft fir Nachhaltiges Bauen) bewertet die Nachhaltigkeit von Gebduden
verschiedener Art. Das System ist sowohl anwendbar fir private und gewerbliche Grof3projekte als auch fir kleinere

Wohngebaude.
Kriterium Pos. / Relevante Bauteile / Betrachtete Stoffe / Aspekte Qualitatsstufe
Bau-Materialien / Flachen
ENV 1.2 Risiken fir die 7 Bodenbeldge (Elastische VOC / SVOC / gefahrliche Qualitatsstufe: 4
lokale Umwelt Bodenbelége) Stoffe

Nachweis: Nachweis AgBB-Schema durch Prifbericht eurofins (392-2019-00007401_A_EN)
vom 20.02.2019. Nachweis Chlorparaffine (SCCPs + MCCPs + LCCPs) < 0,1 % durch Prifbericht
SGS (Nr. No. SHAHG1616373602 Ao1) vom 07.03.2017 und Nachweis SVHC < 0,1 % durch
Prifbericht SGS (Nr. No. SHAHG1616373602 Ao1) vom 07.03.2017.

Bewertungsdatum: 11.02.2025
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Produktsiegel

In der Baubranche spielt die Auswahl qualitativ hochwertiger Materialien eine zentrale Rolle fir die Gesundheit in Gebduden
und deren Nachhaltigkeit. Produktlabels und Zertifikate bieten Orientierung, um diesen Anforderungen gerecht zu werden.
Allerdings besitzt jedes Zertifikat und Label eigene Prifkriterien, die genau betrachtet werden sollten, um sicherzustellen,
dass sie den spezifischen Bedirfnissen eines Bauvorhabens entsprechen.

Dieses Produkt ist schadstoffgeprift und wird vom Sentinel Holding Institut empfohlen.
Gesundes Bauen, Modernisieren und Betreiben von Immobilien erfolgt dank des Sentinel
Holding Konzepts nach transparenten und nachvollziehbaren Kriterien.

Produkte mit dem QNG-ready Siegel des Sentinel Holding Instituts eignen sich fir

5,

(AL
% Projekte, fur welche das Qualitdtssiegel Nachhaltiges Gebaude (QNG) angestrebt wird.
° READY a “

f QNG-ready Produkte erfillen die Anforderungen des QNG Anhangdokument 3.1.3
\ | "Schadstoffvermeidung in Baumaterialien". Das KfW-Kreditprogramm Klimafreundlichen
\{:'Es"/ Neubau mit QNG kann eine hohere Férdersumme ermdglichen.
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Rechtliche Hinweise

(*) Die Kriterien dieses Steckbriefs beziehen sich auf das gesamte Bauobjekt. Die Bewertung erfolgt auf der
Ebene des Gebdudes. Im Rahmen einer sachgemaf3en Planung und fachgerechten Installation kénnen einzelne
Produkte einen positiven Beitrag zum Gesamtergebnis der Bewertung leisten. Das Sentinel Holding Institut stitzt
sich einzig auf die Angaben des Herstellers.

Alle Kriterien finden Sie unter:
https://www.sentinel-holding.eu/de/Themenwelten/Pr%C3%BCfkriterien%20f%C3%BCr%20Produkte

Wir sind stolz darauf, dass die SHI-Datenbank, die erste SGS

und einzige Datenbank fir Bauprodukte ist, die ihre Tﬁv
umfassenden Prozesse sowie die Aktualitat regelmaRig SAAR
von dem unabhangigen Prifunternehmen SGS-TUV Saar

Uberprifen lasst.

Herausgeber

Sentinel Holding Institut GmbH
Botzinger Str. 38

79111 Freiburg im Breisgau
Tel.: +49 761 59048170
info@sentinel-holding.eu
www.sentinel-holding.eu
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TECHNISCHE DATEN KAHRS LUXURY TILES
SPC RIGID CLICK 6mm WOOD DESIGN

OULANKA

Artikel-Nr. LTCLW2110-218

PRODUKT
Click LVT Rigid Core SPC+ IXPE EN ISO 10582 Elastischer Bodenbelag
Verbindung Valinge Click 5G®
Klassifizierung EN ISO 10874 23/33/
© 000 © 000
=l
s 33
SPEZIFIKATIONEN
Dicke B EN SO 24337 6,0 mm
Gewicht @ EN ISO 24342 9,76 kg/m?
Nutzschicht @ ENISO 24346 0,55 mm
PRODUKTEIGENSCHAFTEN
EIGENSCHAFTEN TESTMETHODE ERGEBNIS
Umwelt- und Raumluftzertifizierungen M1, FloorScore, A+
Brandklasse i EN 135011 Bfl-s1
Resteindruck ( EN ISO 24343-1 (2,5 h) < 0,2 mm (*mit Unterlage)
Dimensionsstabilitat EN ISO 23999 (80 °C/6 h) <0,1 %
7|

Warmedurchlasswiderstand EN 12664:2001 0.035 m2K/W
Farbbestandigkeit @ EN ISO 105-B02 56
Gleitreibungswiderstand EN 13893 DS (> 0.3)
Rutschsicherheit / -hemmung ms® DIN 51130 R10
Elektrostatisches Verhalten EN 1815 < 2 kV (antistatisch)
Abrieb und Kratzbestandigkeit E=l EN 16094 Bestanden mit gutem Ergebnis
Chemikalienbestandigkeit @ EN ISO 26987 Bestanden, mit gutem Ergebnis

) =0 Geeignet,
stuhlrolleneignung g A Verwendung weicher Rollen Typ W EN12529
FuBbodenheizung % Geeignet (max +27 °C)
Bakterienwachstum Dient nicht als Substrat flr bakterielles Wachstum
Trittschallschutz & ENISO 10140 20 AL, (dB) ( IXPE Schallddmmung)

SPC Rigid Click Wood 1210 x 218 x 6 x 0,55 mm, 2,11 m?/Paket, 8 Elemente/Paket, 40 Pakete (84,4 m?)/Palette

LY

A SALy
1S0 9001 - 1SO 14001 §
BUREAU VERITAS |
Certification

7528

\.,s\ON RN [EMISSIONS DANS L'AIR INTERIEUR"
< Ji«
o
Muster aller Bodenbeldge sind auf Anfrage unter www.kahrsflooring.com erhltlich. C € M1 5
2 ~
Sie finden dort zudem detaillierte Informationen zu Verlegung, Reinigung und Pflege. EN 14041 L’*ﬁu,w o
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EUROPEAN RESILIENT FLOORING MANUFACTURERS'INSTITUTE

Environmental Product Declaration for:

ERFMI vzw,
European Resilient Flooring Manufacturers’ Institute
24, Rue Montoyer
B-1000 Brussels
Belgium

Tel.: +32228708 72
www.erfmi.com

Semi flexible LVT floating floor with mechanical locking according to EN ISO 10582

This EPD was produced on September 19, 2019 and refers to:

Kahrs LT SPC Click

GENERAL INFORMATION

In this EPD semi flexible LVT floating floor with mechanical locking according to EN ISO 10582 are declared. The application of this EPD is restricted
printed laminate polyvinyl chloride floor coverings produced by the members of the European Resilient Flooring Manufacturers’ Institute (ERFMI). Data are

based upon production during 2017 for the European market. Data have been provided by 4 companies of ERFMI which represent 66% of ERFMI

members. The production sites are located in Europe and China.

PRODUCT

Product description / Product definition

Resilient floor coverings are an entire product family of flexible flooring
solutions available in sheet, tiles and planks. It is classified in
heterogeneous or homogeneous composition based on plastics, linoleum,
cork or rubber. Resilient floor coverings can provide different functionalities
(acoustic, static control, slip resistance, easy maintenance etc.) to match a
wide range of domestic, commercial and industrial applications. It is
available in an enormous range of patterns and colours fitting with
inspiration and decorative needs.

Semi flexible luxury vinyl tiles (LVT) floating floor with mechanical locking
according to /EN ISO 10582/ are polyvinyl chloride heterogeneous floor
coverings consisting of a wear layer and other compact layers which differ
in composition and/or design and can contain reinforcement and are
supplied in tile and plank form with a mechanical locking system for
assembly for loose laying.

Floor covering is covered by the Construction Product Regulation (CPR). In
accordance with the CPR a Declaration of Performance (DoP) of its
Essential Characteristics according to /EN 14041/ and the related CE mark
are mandatory when the product is sold in the EU.

Application

According to EN ISO 10874 the area of application for resilient floor
coverings is indicated by use classes. The declared product group covers
the use classes 23 and 34.

Technical Data
The following table contains the construction data of the declared product
group:

Constructional data

Product thickness 41 mm

Surface weight 8.6 kg/m?

Product Form tiles -

The data given in the Declaration of performance apply.

Base Materials / Ancillary materials
The product group has the following composition:

Additives 1%

Filler 54%

Plasticizer 9%

Pigments <1%

Polymers (PVC) 26%
Auxiliaries <1%

Lacquer 1%

Flooring Recyclate (PVC) 7%

Reference service life

The service lifetime of a floor covering for a certain application on a floor is
too widespread to give one common number. For this EPD model the
reference service lifetime (RSL) is set to one year. This means that all
impacts for the use phase are based on the cleaning and maintenance
model for one year.

Depending on the area of use based on /EN ISO 10874/, the technical
lifetime advised by the manufacturer and the estimated time on the floor by
the customer, the service lifetime can be determined. The use phase
impacts should be calculated with the foreseen service life to arrive at the
total environmental impact /EN 16810/.

The use phase impacts of this declaration are calculated with the expected
service life entered in the ERFMI online EPD calculator (www.erfmi.com).



LCA: CALCULATION RULES

Declared Unit
1m?2 of floor covering.

Declared Unit

Declared unit 1 m2

Declared unit 8.6 kg/m?

Conversion factor to 1 kg 0.1163 -

The declaration refers to an average product from 6 production sites of
ERFMI members. The data have been weighted according to the annual
square meters produced by each site. The life cycle impact assessment is
conducted based on the vertical average.

System boundary
Type of EPD: cradle to grave.

Modules A1-A3 include processes that provide materials and energy input
for the system, manufacturing and transport processes up to the factory
gate, as well as waste processing.

Module A4 includes transport of the floor covering to the place of
installation.

Module A5 includes the production of offcuts and adhesive for the
installation of the floor covering, and incineration of offcuts and packaging
material.

Module B2 is including provision of cleaning agent, energy and water
consumption for the cleaning of the floor covering incl. waste water
treatment. The LCA results in this EPD are declared for a 20-year usage.

Module C1 considers electricity supply for the deconstruction of the
flooring.

Module C2 includes transportation of the postconsumer waste to waste
processing.

End of life scenarios are declared for:

100% incineration in a waste incineration plant (WIP) (Scenario 1, C3/1)
100% landfilling (Scenario 2, C4/2)

100% recycling according to information from AgPR, (Arbeitsgemeinschaft
PVC-Bodenbelag Recycling) (Scenario 3 - for the recycling scenario the end
of waste state is reached after removal from the building)

Module D includes potential benefits from all net flows given in module A5
and C3 that leave the product boundary system after having passed the
end-of-waste state in the form of recovery and/or recycling potentials.
Module D is declared for each scenario separately.

Comparability

Basically, a comparison or an evaluation of EPD data is only possible if all
the data sets to be compared were created according to /EN 15804/ and
the building context, respectively the product-specific characteristics of
performance, are taken into account.

As background database /GaBi ts/ is used.

LCA: SCENARIOS AND ADDITIONAL TECHNICAL INFORMATION

The following technical information is a basis for the declared modules.

Transport to the construction site (A4)

Maintenance (B2) per year

Installation in the building (A5)

Material loss (installation waste) 4.5 %

Auxiliary (adhesive) 0 %

Biogenic carbon incorporated in the packaging material is released as CO2
emissions in module A5.

Transport distance (truck) 2000 km Water consumption 0.003 [m3

Capacity utilisation (including empty runs) 85 % Electricity consumption 0.55 |kWh
Maintenance cycle (vacuum cleaning & wet cleaning) 156 number/a
Auxiliary (detergent) 0.04 (kg

End of Life (C1-C4)

Energy recovery [100%, Scenario 1] 8.6 kg
Landfilling [100%, Scenario 2] 8.6 kg
Recycling [100%, Scenario 3] 8.6 kg

Reuse, recovery and/or recycling potentials (D), relevant scenario
information

For module D the potential benefits given in module A5 and C3 are
declared. For waste incineration combustion in a WIP (R1 > 0.6) with
energy recuperation is considered.



LCA: RESULTS

DESCRIPTION OF THE SYSTEM BOUNDARY (X = INCLUDED IN LCA; MND = MODULE NOT DECLARED)

BENEFITS
AND LOADS
CONSTRUCTION
PRODUCT STAGE USE STAGE END OF LIFE STAGE BEYOND THE
PROCESS STAGE
SYSTEM
BOUNDARIES

T I N O I I N I R I

RESULTS OF THE LCA - ENVIRONMENTAL IMPACT: 1 M2 SEMI FLEXIBLE LVT FLOATING FLOOR WITH MECHANICAL LOCKING (8.6 KG/M?)

GWP [kg CO2-Eq.] 12.10 220 1.69 5.6 0.01 0.08 16.80 0.60 -4.87 -0.31 -0.31
ODP [kg CFC11-Eq.] 1.31E-9 5.22E-14 6.20E-11 2.06E-11 5.53E-14 2.17E-15 5.95E-12 1.63E-13 -9.20E-12 -6.03E-13 -6.03E-13
AP [kg SO2-Eq.] 4.39E-2 4.33E-2 3.81E-3 1.456E-2 3.58E-5 1.74E-4 1.48E-2 1.65E-3 -7.48E-3 -4.83E-4 -4.83E-4
EP [kg (PO4)3--Eq.] 4.33E-3 4.69E-3 4.20E-4 1.876E-3 3.31E-6 4.39E-5 6.54E-4 1.69E-3 -8.34E-4 -5.34E-5 -5.34E-5
POCP [kg ethene-Eq.] 6.13E-3 1.66E-3 3.17E-4 1.186E-3 2.21E-6 -5.68E-5 3.43E-4 1.81E-4 -6.13E-4 -3.91E-5 -3.91E-5
ADPE [kg Sb-Eq.] 4.18E-5 1.03E-7 2.14E-6 3.28E-6 6.61E-9 6.53E-9 4.87E-6 1.32E-7 -1.23E-6 -7.98E-8 -7.98E-8
ADPF MJ] 237.00 27.94 12.98 6.72E1 0.13 1.08 20.20 8.77 -68.93 -4.31 -4.31
Gaption GWP = Global warming potential; ODP = Depletion ?otenti.al of the stratosphe.ric. ozone Iéyer; AP = Acidification ?otential of land and wate.r; .EP = Eu.trophicatio.n potentia.l; POCP = Formation potential of tropospheric
ozone photochemical oxidants; ADPE = Abiotic depletion potential for non-fossil resources; ADPF = Abiotic depletion potential for fossil resources

RESULTS OF THE LCA - RESOURCE USE: 1 M2 SEMI FLEXIBLE LVT FLOATING FLOOR WITH MECHANICAL LOCKING (8.6 KG/M?)

PERE [MJ] 20.35 0.66 4.14 3.18E1 0.09 0.06 8.05 0.68 -14.28 -0.94 -0.94
PERM [MJ] 4.30 0.00 -2.60 0 0.00 0.00 -4.30 0.00 0.00 0.00 0.00
PERT [MJ] 24.65 0.66 1.54 3.18E1 0.09 0.06 3.75 0.68 -14.28 -0.94 -0.94
PENRE [MJ] 165.10 28.03 14.07 1.026E2 0.23 1.09 109.70 9.10 -84.74 -5.34 -5.34
PENRM [MJ] 87.30 0.00 -0.13 0 0.00 0.00 -87.30 0.00 0.00 0.00 0.00
PENRT [MJ] 252.40 28.03 13.94 1.026E2 0.23 1.09 22.40 9.10 -84.74 -5.34 -5.34
SM [kg] 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 8.60
RSF [MJ] IND IND IND IND IND IND IND IND IND IND IND
NRSF [MJ] IND IND IND IND IND IND IND IND IND IND IND
FW [m3] 9.21E-2 1.23E-3 4.82E-3 4.94E-2 1.16E-4 1.10E-4 4.09E-2 -2.34E-5 -1.95E-2 -1.28E-3 -1.28E-3
PERE = Use of renewable primary energy excluding renewable primary energy resources used as raw materials; PERM = Use of renewable primary energy resources used as raw materials; PERT = Total use of
Gaption renewable primary energy resot.Jrces; PENRE = Use of non-renewable prima_ry energy excluding non-renewable primary energy res?urces used as raw materials; PENRM = Use of non-renewable primary energy
resources used as raw materials; PENRT = Total use of non-renewable primary energy resources; SM = Use of secondary material; RSF = Use of renewable secondary fuels; NRSF = Use of non-renewable
secondary fuels; FW = Use of net fresh water

RESULTS OF THE LCA — OUTPUT FLOWS AND WASTE CATEGORIES:

1 M2 SEMI FLEXIBLE LVT FLOATING FLOOR WITH MECHANICAL LOCKING (8.6 KG/M?)

HWD [kal 7.89E-6 6.45E-7 4.11E-7 4.86E-8 1.07E-10 6.28E-8 1.40E-7 3.89E-8 -3.38E-8 -2.14E-9 -2.14E-9
NHWD [ka] 3.56E-1 1.04E-3 3.59E-1 1.676E-1 1.60E-4 9.10E-5 7.58E+0 8.59E+0 -3.32E-2 -2.15E-3 -2.15E-3

RWD [kal 6.08E-3 3.55E-5 3.80E-4 1.404E-2 3.77E-5 1.49E-6 8.75E-4 1.29E-4 -6.27E-3 -411E-4 -411E-4

CRU [ka] IND IND IND IND IND IND IND IND IND IND IND

MFR [ka] IND IND IND IND IND IND IND IND IND IND 8.60

MER [kg] IND IND IND IND IND IND IND IND 8.60 IND IND

EEE MJ] IND IND 0.81 IND IND IND 18.00 IND IND IND IND

EET MJ] IND IND 1.92 IND IND IND 42.70 IND IND IND IND
Gaption HWD = Hazardous waste disposed; NHWD = Non-hazardous waste disposed; RWD = Radioactiv.e waste disposed; CRU = Components for re-use; MFR = Materials for recycling; MER = Materials for energy recovery;

EEE = Exported electrical energy; EEE = Exported thermal energy




TOXICITY

For the calculation the USEtox model (Version 2.1) is used.

USEtox is officially endorsed by the UNEP/SETAC Life Cycle Initiative, and recommended as assessment method by the European Commission (EC) in
the Recommendations on the Use of Common Methods to Measure and Communicate the Life Cycle Environmental Performance of Products and
Organisations, 2013/179/EU, by the European Commission’s Joint Research Centre — Institute for Environment and Sustainability (JRC-IES) in the
International Reference Life Cycle Data System (ILCD) Handbook / USEtox® Documentation/.

The amendment to EN 15804 will consider USEtox as an additional optional indicator /EN 15804+A2/.

RESULTS OF THE LCA - TOXIC IMPACT: 1M? INSTALLED

_- Manu-facturing Installation End-of-Life Potential benefits

ETP-fw CTUe 4.06E-02 6.47E-03 1.86E-03 1.23E-2 2.12E-05 2.55E-04 2.42E-03 8.37E-04 -3.90E-03 -2.54E-04 -2.54E-04

HTP-c CTUh 4.73E-09 5.72E-12 2.14E-10 2.38E-10 5.61E-13 2.49E-13 4.68E-11 4.15E-11 -3.23E-10 -2.01E-11 -2.01E-11
HTP-nc CTUh 1.88E-09 2.22E-12 8.73E-11 1.21E-11 2.94E-14 1.21E-13 1.93E-12 1.03E-11 -8.49E-12 -5.40E-13 -5.40E-13
Caption ETP-fw = Ecotoxicity; HTP-c = Human toxicity, cancer effects; HTP-nc = Human toxicity, non-cancer effects

The results of these environmental impact indicators shall be used with care as the uncertainties on these results are high or as there is limited

experienced with the indicator /EN 15804+A2/.
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Kahrs Parkett Deutschland GmbH & Co. KG, Konrad-Adenauer-Strale 15, D-72072 Tubingen

HERSTELLERERKLARUNG

QNG - Schadstoffvermeidung in Baumaterialien
(Version 1.3, Korrekturfassung v. 14.09.2023)

Hiermit bestatigen wir:

Kéahrs Parkett Deutschland GmbH & Co. KG
Konrad-Adenauer-StralBe 15
72072 Tubingen

fir das folgende Produkt / die folgenden Produkte:

Kahrs LT Vinylbdden Rigid Click 5-6 mm

Nach Position 2.2 Elastische Bodenbeldge — auch mehrschichtige Systeme:

Das Produkt/ Erzeugnis/ mindestens ein Teilerzeugnis enthalt Stoffe der

Kandidatenliste (Version zum Ausstellungsdatum) oberhalb 0,1 Massen%: nein
Einhaltung des AgBB-Schemas ja
Reproduktionstoxische Phthalate < 0,10 % ja
keine Zinn-, Cadmium- und Bleistabilisatoren ja

e\‘ co, \(G
Tibingen, 7.Janaur 2025 Ké“é@ ‘0\”\ _5“

Ihr Ansprechpartner fir Rickfragen:
Name: Sebastian Fleck  Telefon: 07071/9193-220 Mailadresse: Sebastian.Fleck@kahrs.com

K&hrs Parkett Deutschiand Telefon 0049-(0)7071-9193-260 Bankverbindungen: Geschaftsfihrer: Robert Bieger

GmbH & Co. KG Telefax 0049-{0)7071-9193-100 Nordea Bank Abp, Finnland Komplementarin: Gustaf Kahr Verwaltungs-GmbH
Konrad-Adenauer-Str. 15 E-Mail info.de@kahrs.com IBAN: FIO4 1820 3000 0592 61 Sitz der Gesellschaft: Tlibingen

D-72072 Tubingen Internet www.kahrs.com BIC: NDEAFIHH Amtsgericht Stuttgart HRA380453

USt.Id.Nr. DE 146893869



